1 2 3 4 5 6 | 7 | 8 | 9 10
N R D] j
ming biao copyright,may not be used without permission from ming biao.
28,50 [1.12] - __
o) o
oo S S |
3 3 5 |
L0l o - N
— RS
- o ———
30°+7° - | 912.40 [©0.491] ?3.30 [30.,13] |
[00]
1 1 8 1140 1045 /
) 1 | |
I ,/ ,) 0
I ™ | 3 |
LN T
- 1,50 [0.06]
KEYWAY o 3 |/ 120 [006] L | 9.40 [0.37)
— | Sealed to prevent\ L & — 1
o | entrance of liquids I ®12.40 [90.49] |
< | or dust. E Q |
S == | o E |_ P.C.B LAYOUT J
o %
- g# 802 SERIES -
(Y) | N—
O 15A L(O) SPECIFICATIONS: T — "
ﬁ:%%VA%E Roms < | = 1.CONTACT RESISTANCE: 20mQ (Max) Switching Position Schematic
Ny 2INSULATION RESISTANCE: Model | 5% | %% | 1
S 100V DC-100MQ.(Min) SC1 ON NONE ON _){'
- 3DIELECTRIC STRENGTH 1500VAC-IMINUTE. S02 oFF | NONE | (ON) E v
. 3 4MECHANICAL LIFE CYCLE: 100,000 CYCLES. 53 on | oFF oN >
o 5.0PERATING TEMPERATURE: —40 TO +85°C. (561,503.504,55)
6.40 [0.25] SG4 (ON) OFF (ON)
6.FRONT SEAL: IP 68. 65 (oN) OFF ON
RATING SG9 OFF NA ON _/f
1.RESISTIVE LOAD: 10A 125/250VAC, 15A A
28VDC. 2INDUCTIVE LOAD: 15A 28VDC. CT;;TT; 2—-1 OPEN 2-3 (s;;sz
— ] 20 3LAMP LOAD: 5A 28VDC. i '
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NO PART NAME MATERIAL QTY[ FINISHING TOLERANGE DESIGN DATE
1 [ ACTUATOR COPPER ALLOY 1 [Cr ,
5 THOUSING NYLON (UL94vV=0) | 1 [PLATED UNLESS OTHERWISE STATED |WY¥ 2024.00.19TME | Toggle Switches
3 | BUSHING ZINC ALLOY 1 XX +0.20 [SIZE A4 |CHKD DATE
4 | TERMINAL COPPER ALLOY 3 | Ag PLATED XXX 1015 |REV A MODEL HT-SG9B7T1T24
5 | CONTACT COPPER_ALLOY 1 [Ag PLATED . APPD DATE
e TO-RING SILICONE RUBBER 1 XXXX | #0.10 [UNIT [ mm SHEET 12 @/I
7 | SHEEL STAINLESS STELL 1 [Ni PLATED = 12° |SCALE | 1:1 PRINT DATE| 2025.02.11 —






