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DG1 ON NONE ON
33.90 [1.32] ? PCESII\JHT(A:\/?:?(;ESSETANCE 20mQ.(Max) 2o oFr | None [ (O0)
_ _ . : 20mQ.(Ma DG3 ON OFF ON
6X 6-32 UNC-2A~J 2.INSULATION RESISTANCE: 100VDC-100MQ.(Min) DG4 (ON) OFF (ON)
3.DIELECTRIC STRENGTH: 1500VAC-1MINUTE. DG5 (ON) OFF ON
— (o) o) o~ 4 MECHANICAL LIFE CYCLE: 100,000 CYCLES. DG6 ON ON ON
> — 3 ! © 5.0PERATING TEMPERATURE: —40 TO +85°C. DG7 (ON) | ON (oN)
S o 6.FRONT SEAL: IP 68. DG8 (ON) ON ON
= DG9 OFF NONE ON
o @ @B @B S RATING: DGA {OFF) | NONE | ON -
g B sls 4 o ad 1.RESISTIVE LOAD: 10A 125/250VAC, 15A DGB (ON) NONE ON om |
Z Ql 28VDC. 2.INDUCTIVE LOAD: 15A 28VDC. DGC ON NONE (ON) —
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1 | ACTUATOR—CAP COPPER ALLOY 1 |CrPLATED COMPLIANT PoFree Free INg blaoc ectronic lechno ogy 0. ,Lta.
2 | ACTUATOR—OUTSIDE STAINLESS STELL 1 DESIGN DATE
3 | ACTUATOR—INSIDE_| COPPER ALLOY 1 [CrPLATED TOLERANCE TITLE Toggle Switches
4 | BUSHING-TOP STAINLESS STELL 1 UNLESS OTHERWISE STATED Wﬂ- 2024. 09. 15
5 | HOUSING NYLON (UL94V—0) 1 CHKD DATE
6 | BUSHING ZINC ALLOY 1 XX 020 |SIZE Ad mobeL| HT-DG3B9T5T11
7 | TERMINAL COPPER ALLOY 6 | Ag PLATED XXX £0.15 |REV A
8 | CONTACT COPPER ALLOY 2 | AgPLATED XXXX | 010 |[UNIT | mm |APPD DATE  [sHEET 12 —1
9 [ O-RING SILICONE RUBBER 1 @M
10 | SHEEL STAINLESS STELL 1 [NiPLATED = £2° [SCALE | 1:1 PRINT DATE| 2025.02.11




