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; REVERSED PACKING P.C.B [AYOUT ~~
W TOP VIEW NOTES: SD_VIEW
] 1. CONTACT CURRENT RATING: 1A.
< 2-2.75 ! 1.30 o~ J 2. CONTACT RESISTANCE: 50 mQ MAX.;
S .87 0|~ 3. INSULATION RESISTANCE: 100MQ MIN.;
~ ™ n 4. DIELECTRIC WITHSTANDING: 500V AC MIN.;
9.30 Ol o 5. DURABILITY: 5,000 CYCLES MIN.;
11.50 6. CONNECTOR MATING FORCES: 3.0~30.0N (0.30~3.0Kgf).;
7. CONNECTOR UNMATING FORCES: 3.0~30.0N(0.3~3.0Kgf).;
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i TOLERANCE DESIGN DATE
ITEM PART NUMBER DESCRIPTION PACKING Wy 2024. 09, 24| TITLE PHONE JACK
01 | ST—0228S0P—061—14A | REVERSED PACKING;NO LOGO;WITH SPIGOT. | REEL UNLESS OTHERWISE STATED SHKD SATE
02 | ST-0228500-061-182 | RIGHT PACKING;WITH LOGO;WITH SPIGOT. REEL XX 20.20 |SIZE A MODEL ST-228-S
03 | ST-0228500-061-142 | RIGHT PACKINGWITH LOGO;WITH SPIGOT. | REEL XXX $0.15 |REV A
04 | ST—022850P—061-142 RIGHT PACKING;NO LOGO;WITH SPIGOT. REEL XXXX | £0.10 [UNIT mm |APPD DATE SHEET 1/3 @/I
05 | ST—0228500-061—14A | REVERSED PACKING;WITH LOGO;WITH SPIGOT. | REEL _ +2° |SCALE | 2:1 PRINT DATE| 2025.02.13 .|




