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1. MATERIAL SPECIFICATION:
/.45 = 11HOUSINGHIGH TEMPERATURE RESISTANT PLASTIC,UL94 V-0.
% e} o 12,CONTACTS:High Conductivity Copper
W<
_ Slad 1.3MID PLATE: STAINLESS STEEL
1.4FRONT SHELL: STAINLESS STEEL
2. MECHANICAL PERFORMANCE,
° o Wlo| W 2.1.INSERTION FORCE: 5~20N.
5§ = o 3 N 22REMOVAL FORCE: 8~20N,
° SPio 2.3.DURABILITY: 10000 CYCLES.
IS 3. ELECTRICAL PERFORMANCE,
—Lﬁ‘j’m o 3.1. CURRENT RATING!3.0A
AT VOLTAGE RATINGi12V
™ 3.2, LLCR:
SHELL |[CONTACT | SOLDER|PAKING |SHELL MATERIAL P b SND PN AND OTHER PINS: 40n?/PIN MAX.
NI 3u” Au |Fu” Au| REEL SuUS 3,3INSULATION RESISTANCE: 100M? MIN
3.4.DIELECTRIC WITHSTAND VOLTAGE,AC 100V FOR 1 MINUTE.
USB TYPE-C PIN ASSIGNMENTS 4, ENVIRONMENTAL PERFORMANCE:
OPERATING TEMPERATURE: —25°C~+85°C.
PIN NUMBER |SIGNAL NAME [ [PIN NUMBER [SIGNAL NAME
GND GND v AN SN N =
At B12 ROHS PO B &?Exﬂ?%7fm%?$4?§7ﬁ R
A4 VBUS B9 VBUS COVPLANT 2 Faesmie Ming Biao Electronic Technology Co. ,Ltd.
AS CC1 B8 SBU2 TOLERANCE DESIGN DATE
A6 Dp1 B7 Dn2 UNLESS OTHERWISE STATED | W%} 2024. 06. 26(T - Connegtor
A7 Dnl B6 Dp2 XX %020 |SIZE A4 |CHKD DATE
A8 SBUL BS ce2 XXX | 2015 [REV | A MopEL| USBC-0022IPX7-00
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